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BL-MPPVC - Soft PVC washers
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e-mail: ipkontakt@ipkontakt.pl

Details:

e Standard material: transparant soft PVC, hardness 70 +/-5 Shore

e Material on special order: natural soft PVC, hardness 80 +/-5 Shore

e Resistance to temperature from -35 to +50°C.

e Resistance to acids conditional

e (Good resistance to alkalis and oil.

e BL-MPPVC-M3-07 only available in transparent soft PVC, hardness 80 +/-5 Shore

Int. dizmeter Ext. digmeter Heihght Standard pack
Symbol For thread Material Color
[mm] [mm] [mm] [szt./pcs]
BL-MPPVC-M3-07 M3 3.2 7 0.5 PVC transparent 1000
BL-MPPVC-M4-09 M4 4.3 9 1 PVC natural 1000
BL-MPPVC-M5-10 M5 53 10 1 PVC natural 1000
BL-MPPVC-M6-12 M6 6.4 12 1.5 PVC natural 1000
BL-MPPVC-M6-13 M6 6.4 125 1.5 PVvC natural 1000
BL-MPPVC-M8-16 M8 8.4 16 1.5 PVC natural 1000
BL-MPPVC-M8-17 M8 8.4 17 1.5 PVvC natural 1000
BL-MPPVC-M10-20 M10 10.5 20 2 PVC natural 1000
BL-MPPVC-M10-21 M10 10.5 21 2 PVC natural 1000
BL-MPPVC-M12-24 M12 13 24 2 PVC natural 1000
BL-MPPVC-M14-28 M14 15 28 2 PVC natural 1000
BL-MPPVC-M14-30 M14 15 30 3 PVC natural 1000
BL-MPPVC-M16-30 M16 17 30 3 PVC natural 500
BL-MPPVC-M18-34 M18 19 34 3 PVC natural 500
BL-MPPVC-M20-37 M20 21 37 3 PVC natural 500
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