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BL-PNE - Neoprene washers
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IP Kontakt tel. +48 42 676 75 25
Pl. Zwyciestwa 2E +48 42 674 22 74
90-312 L6dz +48 42 674 22 88

Poland e-mail: ipkontakt@ipkontakt.pl

Details:

Material: Neoprene (CR)

Colour: black

Resistant to tensile strength 6MPa.

Tensile elongation from 200 to 300% according to the type of hardness

Good resistance to ozone

Hardness between 45 and 65 Shore for the standard washer

Other dimensions availabla on special order

Materials available on special order:
o Black Neoprene (hardness 80+/-5 Shore)
o Light Neoprene (hardness 60+/-5 Shore)

Int. dizmeter Ext. digmeter HeLght Standard pack
Symbol For thread Material Color
[mm] [mm] [mm] [szt./pcs]
BL-PNE-M3 M3 3.2 7 0.5 CR black 1000
BL-PNE-M4 M4 4.3 9 1 CR black 1000
BL-PNE-M5 M5 5.3 10 1 CR black 1000
BL-PNE-M6 M6 6.4 12.5 CR black 1000
BL-PNE-M8 M8 8.4 17 1.5 CR black 1000
BL-PNE-M10 M10 10.5 21 1.5 CR black 1000
BL-PNE-M12 M12 13 24 2 CR black 1000
BL-PNE-M16 M16 17 30 2 CR black 1000
BL-PNE-M18 M18 19 34 3 CR black 1000
BL-PNE-M20 M20 21 37 3 CR black 1000
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