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Pl. Zwycięstwa 2E +48 42 674 22 74
90-312 Łódź +48 42 674 22 88
Poland e-mail: ipkontakt@ipkontakt.pl

BL-PZPW-4 - Retaining washers

Details:

Material: PE and Nylon
Colour: natural
Materials available on special order: PP, POM
Other colours available on special order

Symbol For thread
Int. diameter

d
Ext. diameter

D
Height

h h1
Material Color

Standard pack

[mm] [mm] [mm] [mm] [szt./pcs]

BL-PZPW-4-M3-060-25 M3 3.1 6 2.5 0.5 PA natural 1000
BL-PZPW-4-M3-060-30 M3 3.1 6 3 0.5 PA natural 10000
BL-PZPW-4-M3-060-35 M3 3.1 6 3.5 0.5 PA natural 10000
BL-PZPW-4-M3-060-40 M3 3.1 6 4 0.5 PA natural 10000
BL-PZPW-4-M4-081-25 M4 4.5 8.1 2.5 0.5 PA natural 1000
BL-PZPW-4-M4-081-30 M4 4.5 8.1 3 0.5 PA natural 10000
BL-PZPW-4-M4-081-35 M4 4.5 8.1 3.5 0.5 PA natural 10000
BL-PZPW-4-M4-081-40 M4 4.5 8.1 4 0.5 PA natural 10000
BL-PZPW-4-M4-098-25 M4 4.2 9.8 2.5 0.5 PA natural 1000
BL-PZPW-4-M4-098-30 M4 4.2 9.8 3 0.5 PA natural 10000
BL-PZPW-4-M4-098-35 M4 4.2 9.8 3.5 0.5 PA natural 10000
BL-PZPW-4-M4-098-40 M4 4.2 9.8 4 0.5 PA natural 10000
BL-PZPW-4-M5-100-25 M5 5.5 10 2.5 0.5 PA natural 1000
BL-PZPW-4-M5-100-30 M5 5.5 10 3 0.5 PA natural 10000
BL-PZPW-4-M5-100-35 M5 5.5 10 3.5 0.5 PA natural 10000
BL-PZPW-4-M5-100-40 M5 5.5 10 4 0.5 PA natural 10000
BL-PZPW-4-M6-125-25 M6 6.4 12.5 2.5 0.8 PA natural 1000
BL-PZPW-4-M6-125-30 M6 6.4 12.5 3 0.8 PA natural 10000
BL-PZPW-4-M6-125-35 M6 6.4 12.5 3.5 0.8 PA natural 10000
BL-PZPW-4-M6-125-40 M6 6.4 12.5 4 0.8 PA natural 10000
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Symbol For thread
Int. diameter

d
Ext. diameter

D
Height

h h1
Material Color

Standard pack

[mm] [mm] [mm] [mm] [szt./pcs]

BL-PZPW-4-M8-120-25 M8 8.2 12 2.5 0.5 PA natural 1000
BL-PZPW-4-M8-120-30 M8 8.2 12 3 0.5 PA natural 10000
BL-PZPW-4-M8-120-35 M8 8.2 12 3.5 0.5 PA natural 10000
BL-PZPW-4-M8-120-40 M8 8.2 12 4 0.5 PA natural 10000
BL-PZPW-4-M8-170-25 M8 8.3 17 2.5 0.8 PA natural 1000
BL-PZPW-4-M8-170-30 M8 8.3 17 3 0.8 PA natural 10000
BL-PZPW-4-M8-170-35 M8 8.3 17 3.5 0.8 PA natural 10000
BL-PZPW-4-M8-170-40 M8 8.3 17 4 0.8 PA natural 10000
BL-PZPW-4-M10-211-25 M10 10.4 21.1 2.5 0.7 PA natural 1000
BL-PZPW-4-M10-211-30 M10 10.4 21.1 3 0.7 PA natural 10000
BL-PZPW-4-M10-211-35 M10 10.4 21.1 3.5 0.7 PA natural 10000
BL-PZPW-4-M10-211-40 M10 10.4 21.1 4 0.7 PA natural 10000
BL-PZPW-4-M10-300-25 M10 10.8 30 2.5 0.5 PA natural 1000


