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FP-10556 - Spring holder

Details:

Rivet material: Nylon 6.6
Spring material: stainless steel 1.4310
Flammabilty: see table
Color: black, natural
Working temperature: -35°C do +85°C
Standard pack: 1000 pcs

Symbol
A B C Mounting hole diameter range

D Material Flammability Color
[mm] [mm] [mm] [mm]

10556AA00 6.2 1 7 3.0 - 3.2 PA 66 UL94 V-2 natural
10556AA01 6.2 1 7 3.0 - 3.2 PA 66 UL94 V-2 black
10557AA01 6.2 1 7.8 3.0 - 3.2 PA 66 UL94 V-2 black
10558AA00 6.4 1.5 8.7 3.0 - 3.2 PA 66 UL94 V-2 natural
10558AA01 6.4 1.5 8.7 3.0 - 3.2 PA 66 UL94 V-2 black
10559AR00 6.4 0.9 9.5 3.0 - 3.2 PA 66 UL94 V-0 natural
10560AA00 6.4 1.5 10.6 3.0 - 3.2 PA 66 UL94 V-2 natural
10560AA01 6.4 1.5 10.6 3.0 - 3.2 PA 66 UL94 V-2 black
10561AA01 6.4 1.5 11.5 3.0 - 3.2 PA 66 UL94 V-2 black
10562AA01 6.4 2.7 21 3.0 - 3.2 PA 66 UL94 V-2 black
10563AA00 6.3 1.5 25.5 3.0 - 3.2 PA 66 UL94 V-2 natural
10564AA01 6.4 1.5 11.5 3.5 - 3.7 PA 66 UL94 V-2 black
10565AA00 6.5 1.5 11.1 4.0 - 4.2 PA 66 UL94 V-2 natural
10566AR00 8 1.6 16.5 4.0 - 4.2 PA 66 UL94 V-0 natural
10567AA01 6.5 1.5 22.7 4.0 - 4.2 PA 66 UL94 V-2 black


