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Typ 1 Typ 2
Details:

e Material: TPE Shore A45

¢ Flammabilty: UL94V2

e Color: black

e Working temperature: -35°C do +85°C

e Standard pack: 1000 pcs
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Symbol Type Material Flammability Color
[mm] [mm] [mm] [mm] [mm]
10743PF01 9.6 3.9 6.3 0.8 5.8 2 TPE UL94 V-2 black
10744PF01 9.6 3.9 6.3 1 5.8 2 TPE UL94 V-2 black
10745PF01 9.6 3.9 6.3 1.2 5.8 2 TPE UL94 V-2 black
10746PF01 9.6 3.9 6.3 1.6 5.8 2 TPE UL94 V-2 black
10747PF01 9.6 4.3 4.3 2.6 6.6 1 TPE UL94 V-2 black
10748PF01 9.6 3.9 6.3 3 7 2 TPE UL94 V-2 black
10749PF01 9.6 4.1 4.1 3.2 7.6 2 TPE UL94 V-2 black
10750PF01 10.5 4.8 7.8 1.5 6.8 2 TPE UL94 V-2 black
10751PF01 11 4.8 7.8 1 2 TPE UL94 V-2 black
10752PF01 12 6 9 1 2 TPE UL94 V-2 black
10753PF01 14 4.8 9.5 1 7.5 1 TPE UL94 V-2 black
10754PF01 14 4.8 9.5 1.2 7.5 1 TPE UL94 V-2 black
10755PF01 14 4.8 9.5 1 8.1 1 TPE UL94 V-2 black
10765PF01 14 4.8 9.5 1.6 8.1 1 TPE UL94 V-2 black
10766PF01 14 4.8 11 1.6 8.1 1 TPE UL94 V-2 black
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