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FP-12475 - Wire and pipe clips

| —
.\_'
P
Dla przewodu @1.1
For @ 1.1 wire
<
[a1]
] l
Details:

e Material: PA 6.6

¢ Flammability: UL94 V-2

e Color: natural

e Working temperature: -35°C to 85°C

e Opakowanie: 2000 szt.

A B C D E Mo(l;ir;tlmngtgrole Panelr;:lc:ness Cable diameter
Symbol 9 Material | Flammability | Color
[mm] | [mm] | [mm] | [mm] [ [mm] [mm] [mm] [mm]
12475AA00 4 2 1.7 2.6 3 2 1.6-2.0 1.1 PA 66 UL94 V-2 natural
12476AA00 4 2 1.7 2.6 3 2 1.0-1.2 1.1 PA 66 UL94 V-2 natural
12477AA00 4 2 1.7 2.6 3 2 0.8 11 PA 66 UL94 V-2 natural
12470AA00 7 5 1.7 2.6 3 2 1.6-2.0 1.1 PA 66 UL94 V-2 natural
12471AA00 7 5 1.7 2.6 3 2 1.0-1.2 11 PA 66 UL94 V-2 natural
12472AA00 7 5 1.7 2.6 3 2 0.8 1.1 PA 66 UL94 V-2 natural
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