ip) KONTAKT

FP-8437 - PCB spacers
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Pl. Zwyciestwa 2E +48 42 674 22 74
90-312 L6dz +48 42 674 22 88
Poland e-mail: ipkontakt@ipkontakt.pl

Details:

e Material: Nylon 6.6
e Color: natural

e Flammability: UL94V2
e Working temperature: -35°C up to +85°C
e Standard pack: 2000 pcs

HeLght B C D Mounting hole diameter Panel thickness
Symbol Material | Flammability | Color
[mm] | [mm] | [mm] | [mm] [mm] [mm]
8437AA00 2.2 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
8438AA00 3 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
8439AA00 4 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
8440AA00 5 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
8441AA00 6 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
8442AA00 8 1.9 1.9 35 2 1.6 PA 66 UL94 V-2 natural
8443AA00 10 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
8444AA00 14 1.9 1.9 3.5 2 1.6 PA 66 UL94 V-2 natural
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