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FP-9010 - Metric snap-fit IP67 protection grommets
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e-mail: ipkontakt@ipkontakt.pl

Details:

e Material: EPDM

e Color: dark grey (RAL 7001), light grey (RAL 7035), black (RAL 9005)

e Working temperature: -40°C do +110°C

o International Protection Marking: IP67 acording to EN 60529

e SEMKO conformity

e Standard pack: 500 pcs

. Cable diameter range MochJir;tri:lgt:role Panelratgigcgness A B C .
Symbol Metric thread Material Color
[mm] [mm] [mm] [mm] | [mm] | [mm]
9010GS117001 M12 40-7.0 12.5 0.5-2.0 20 12.8 5.6 EPDM | dark grey
9010GS117035 M12 4.0-7.0 12.5 0.5-2.0 20 12.8 5.6 EPDM | light grey
9010GS019005 M12 40-7.0 12.5 0.5-2.0 20 12.8 5.6 EPDM black
9011GS117001 M16 5.0-9.0 16.5 1.0-4.0 21 17.7 11 EPDM | dark grey
9011GS117035 M16 5.0-9.0 16.5 1.0-4.0 21 17.7 11 EPDM | light grey
9011GS019005 M16 5.0-9.0 16.5 1.0-4.0 21 17.7 11 EPDM black
9012GS117001 M20 8.0-13.0 20.5 1.0-4.0 25.5 20 13.4 EPDM | dark grey
9012GS117035 M20 8.0-13.0 20.5 1.0-4.0 25.5 20 13.4 EPDM | light grey
9012GS019005 M20 80-13.0 20.5 1.0-4.0 255 | 20 | 13.4 | EPDM black
9013GS117001 M25 11.0-17.0 25.5 1.0-4.0 30.5 | 21.3 | 15.3 EPDM | dark grey
9013GS019005 M25 11.0-17.0 25.5 1.0-4.0 30.5 | 21.3 | 153 EPDM black
9014GS117001 M32 15.0 - 20.0 32.5 1.0-4.0 38.5 | 24.6 | 18.6 EPDM | dark grey
9014GS117035 M32 15.0 - 20.0 32.5 1.0-4.0 385 | 246 | 18.6 EPDM | light grey
9014GS019005 M32 15.0 - 20.0 32.5 1.0-4.0 38.5 | 24.6 | 18.6 EPDM black
9015GS117001 M40 19.0 - 28.0 40.5 1.0-4.0 48.5 | 29.5 | 21.7 EPDM | dark grey
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. Cable diameter range Mogir;timngt:role Panelr;frligcgness A B C .
Symbol Metric thread Material Color
[mm] [mm] [mm] [mm] | [mm] | [mm]
9015GS117035 M40 19.0 - 28.0 40.5 1.0-4.0 48.5 | 29.5 | 21.7 | EPDM | light grey
9015GS019005 M40 19.0 - 28.0 40.5 1.0-4.0 48.5 | 29.5 | 21.7 | EPDM black
9016GS117001 M50 27.0-35.0 50.5 1.0-4.0 60.5 | 34.8 25 EPDM [ dark grey
9016GS117035 M50 27.0-35.0 50.5 1.0-4.0 60.5 | 34.8 25 EPDM | light grey
9016GS019005 M50 27.0-35.0 50.5 1.0-4.0 60.5 | 34.8 25 EPDM black
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