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H-HCPS - Nylon PCB Supports
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Details:
e Material: Nylon 6/6 UL94 V-2
e UL94 V-0 available on special order
e Temperature Range: -40°C to 85°C
e Dimension A = height
e Dimensions: £0.1 mm
HelAght Top mogratmg hole Top panel thickness Bott(;\r;’)lén(;:ntmg Bott;;)crpngzgel
Symbol ) ' Material | Flammability | Color
[mm] [mm] [mm] [mm] [mm]
H-10845 7.9 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10846 9.5 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10847 12.7 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10848 | 15.9 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10849 19.1 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10850 [ 22.2 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10851 25.4 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10852 | 28.6 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10853 31.8 4 1.6 5.5 1.6 PA 66 UL94 v-2 natural
H-10854 34.9 4 1.6 5.5 1.6 PA 66 UL94 V-2 natural
H-10855 [ 38.1 4 1.6 5.5 1.6 PA 66 UL94 v-2 natural
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