lp) KONTAKT

H-HSCBS4 - Nylon PCB Supports - M4 Thread
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IP Kontakt
Pl. Zwyciestwa 2E
90-312 Lodz

Poland

tel. +48 42 676 75 25
+48 42 674 22 74
+48 42 674 22 88

e-mail: ipkontakt@ipkontakt.pl

Details:

e Material: Nylon 6/6 UL94 V-2
e Material Nylon 6/6 UL94 V-0 available on special order
e Colour: natural
e Temperature Range: -40°C to 85°C
e Metric dimensions in square brackets 0.1 mm
HeEht Top panel thickness | Top mounting hole dia. Ext. thread length
Symbol Ext. thread Material | Flammability [ Color
[mm] [mm] [mm] [mm]
H-10726 3.2 1.6 3.2 M4 6.4 PA 66 UL94 v-2 natural
H-10727 4.8 1.6 3.2 M4 6.4 PA 66 UL94 V-2 natural
H-10728 6.4 1.6 3.2 M4 6.4 PA 66 UL94 v-2 natural
H-10729 7.9 1.6 3.2 M4 6.4 PA 66 UL94 V-2 natural
H-10730 9.5 1.6 3.2 M4 6.4 PA 66 UL94 v-2 natural
H-10731 111 1.6 3.2 M4 6.4 PA 66 UL94 V-2 natural
H-10732 | 12.7 1.6 3.2 M4 6.4 PA 66 UL94 v-2 natural
H-10733 14.3 1.6 3.2 M4 6.4 PA 66 UL94 V-2 natural
H-10734 | 15.9 1.6 3.2 M4 6.4 PA 66 UL94 v-2 natural
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