
ipkontakt.pl Page 1 of 2

IP Kontakt tel. +48 42 676 75 25
Pl. Zwycięstwa 2E +48 42 674 22 74
90-312 Łódź +48 42 674 22 88
Poland e-mail: ipkontakt@ipkontakt.pl

HTSN-2 - Hex Threaded Standoff

Details:

Material: Nylon 6/6, UL 94 HB, RMS-172 *
Color: black
Standard pack: 500 pcs
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HTSN-M2.5-5-5-2 5 5 M2.5 8 M2.5 3 PA 66 UL94 HB black
HTSN-M2.5-8-5-2 8 5 M2.5 8 M2.5 5 PA 66 UL94 HB black
HTSN-M2.5-10-5-2 10 5 M2.5 8 M2.5 8 PA 66 UL94 HB black
HTSN-M2.5-12-5-2 12 5 M2.5 8 M2.5 9 PA 66 UL94 HB black
HTSN-M2.5-15-5-2 15 5 M2.5 8 M2.5 10 PA 66 UL94 HB black
HTSN-M2.5-18-5-2 18 5 M2.5 8 M2.5 10 PA 66 UL94 HB black
HTSN-M2.5-20-5-2 20 5 M2.5 8 M2.5 10 PA 66 UL94 HB black
HTSN-M2.5-25-5-2 25 5 M2.5 8 M2.5 10 PA 66 UL94 HB black
HTSN-M3-5-5.5-2 5 5.5 M3 8 M3 3 PA 66 UL94 HB black
HTSN-M3-6-5.5-2 6 5.5 M3 8 M3 3 PA 66 UL94 HB black
HTSN-M3-8-5.5-2 8 5.5 M3 8 M3 5 PA 66 UL94 HB black
HTSN-M3-10-5.5-2 10 5.5 M3 8 M3 8 PA 66 UL94 HB black
HTSN-M3-12-5.5-2 12 5.5 M3 8 M3 9 PA 66 UL94 HB black
HTSN-M3-15-5.5-2 15 5.5 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-18-5.5-2 18 5.5 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-20-5.5-2 20 5.5 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-25-5.5-2 25 5.5 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-30-5.5-2 30 5.5 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-35-5.5-2 35 5.5 M3 8 M3 10 PA 66 UL94 HB black

HTSN-M3-5-6-2 5 6 M3 8 M3 3 PA 66 UL94 HB black
HTSN-M3-8-6-2 8 6 M3 8 M3 5 PA 66 UL94 HB black

HTSN-M3-10-6-2 10 6 M3 8 M3 8 PA 66 UL94 HB black
HTSN-M3-12-6-2 12 6 M3 8 M3 9 PA 66 UL94 HB black
HTSN-M3-15-6-2 15 6 M3 8 M3 10 PA 66 UL94 HB black
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HTSN-M3-18-6-2 18 6 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-20-6-2 20 6 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-25-6-2 25 6 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-30-6-2 30 6 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-35-6-2 35 6 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-5-8-2 5 8 M3 8 M3 3 PA 66 UL94 HB black
HTSN-M3-8-8-2 8 8 M3 8 M3 5 PA 66 UL94 HB black

HTSN-M3-10-8-2 10 8 M3 8 M3 8 PA 66 UL94 HB black
HTSN-M3-12-8-2 12 8 M3 8 M3 9 PA 66 UL94 HB black
HTSN-M3-15-8-2 15 8 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-18-8-2 18 8 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-20-8-2 20 8 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-25-8-2 25 8 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-30-8-2 30 8 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M3-35-8-2 35 8 M3 8 M3 10 PA 66 UL94 HB black
HTSN-M4-5-8-2 5 8 M4 8 M4 3 PA 66 UL94 HB black
HTSN-M4-8-8-2 8 8 M4 8 M4 5 PA 66 UL94 HB black

HTSN-M4-10-8-2 10 8 M4 8 M4 8 PA 66 UL94 HB black
HTSN-M4-12-8-2 12 8 M4 8 M4 9 PA 66 UL94 HB black
HTSN-M4-15-8-2 15 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M4-18-8-2 18 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M4-20-8-2 20 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M4-25-8-2 25 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M4-30-8-2 30 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M4-35-8-2 35 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M4-40-8-2 40 8 M4 8 M4 10 PA 66 UL94 HB black
HTSN-M5-10-10-2 10 10 M5 8 M5 8 PA 66 UL94 HB black
HTSN-M5-12-10-2 12 10 M5 8 M5 9 PA 66 UL94 HB black
HTSN-M5-15-10-2 15 10 M5 8 M5 10 PA 66 UL94 HB black
HTSN-M5-18-10-2 18 10 M5 8 M5 10 PA 66 UL94 HB black
HTSN-M5-20-10-2 20 10 M5 8 M5 10 PA 66 UL94 HB black
HTSN-M5-25-10-2 25 10 M5 8 M5 10 PA 66 UL94 HB black
HTSN-M5-30-10-2 30 10 M5 8 M5 10 PA 66 UL94 HB black
HTSN-M5-35-10-2 35 10 M5 8 M5 10 PA 66 UL94 HB black
HTSN-M5-40-10-2 40 10 M5 8 M5 10 PA 66 UL94 HB black


