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LCBSB - Circuit Board Support on Base
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Details:
e Material: Nylon 6/6, UL 94 V-2, RMS-01*
e Material: Nylon 6/6, UL 94 V-0, RMS-19*
e Adhesive Backing: RMS-24%*, double sided adhesive tape with release tab.
e Color: natural
e Standard pack: 1000 pcs
:?%hz REE mouzt(;n(?shole dia. Top panel thickness
Symbol — - Material | Flammability | Color
[mm] [mm] [mm]
LCBSB-3-01A2-RT 4.8 4 1.57 PA 66 UL94 v-2 natural
LCBSB-6M-01A2 6 4 1.57 PA 66 UL94 V-2 natural
LCBSB-4-01A2-RT 6.4 4 1.57 PA 66 UL94 v-2 natural
LCBSB-8M-01A2 8 4 1.57 PA 66 UL94 V-2 natural
LCBSB-6-01A2-RT 9.5 4 1.57 PA 66 UL94 v-2 natural
LCBSB-10M-01A2 10 4 1.57 PA 66 UL94 V-2 natural
LCBSB-12M-01A2 12 4 1.57 PA 66 UL94 v-2 natural
LCBSB-8-01A2-RT 12.7 4 1.57 PA 66 UL94 V-2 natural
LCBSB-14M-01A2 14 4 1.57 PA 66 UL94 v-2 natural
LCBSB-9-01A2-RT 14.3 4 1.57 PA 66 UL94 V-2 natural
LCBSB-10-01A2 15.9 4 1.57 PA 66 UL94 V-2 natural
LCBSB-16M-01A2 16 4 1.57 PA 66 UL94 V-2 natural
LCBSB-12-01A2 19.1 4 1.57 PA 66 UL94 v-2 natural
LCBSB-14-01A2 22.2 4 1.57 PA 66 UL94 V-2 natural
LCBSB-16-01A2 25.4 4 1.57 PA 66 UL94 V-2 natural
LCBSB-18-01A2 28.6 4 1.57 PA 66 UL94 V-2 natural
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