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MNI-HT - Screw Insulator High Temperature

Details:

Material: see table
Color: Black
** MNI-HT4-220 design allows insertion in the tab of a TO-220 transistor.
Standard Pack: 1000 /Bag
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Symbol Screw
Height

L A B C D
Material Spec.

[mm] [mm] [mm] [mm] [mm]

MNI-HT-M2-1 M2 1.1 8 1 4.8 2.6 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2-2 M2 1.3 6 1 3.5 2.6 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2-3 M2 1.6 8 2.6 4.5 2.6 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2-4 M2 4 7 2 3.5 2.6 PA+GF Nylon 6. 25% Glass Filled. RMS-173*

MNI-HT-M2.5-1 M2.5 0.6 5.9 2 3.5 3 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2.5-2 M2.5 1.2 5.9 1.3 3.5 3 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2.5-3 M2.5 1.5 8 3 3.6 3 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2.5-4 M2.5 2.5 5.5 1 3.5 3 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M2.5-5 M2.5 2.5 6.5 2 3.6 3 PA+GF Nylon 6. 25% Glass Filled. RMS-173*

MNI-HT-4-2 M3 0.8 7.1 1.2 3.7 3 PPS+GF 40% Glass Filled Polyphenylene Sulfide. RMS-50*
MNI-HT-4-220 M3 0.8 5.5 1 3.4 2.9 PPS+GF 40% Glass Filled Polyphenylene Sulfide. RMS-50*
MNI-HT-M3-1 M3 2 9 2 6.3 3.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M3-2 M3 2.2 7 0.8 5.1 3.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M3-3 M3 7.4 7 0.8 4.9 3.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M4-1 M4 1.7 15.7 4 9.7 4.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M4-2 M4 3.2 8 0.8 6 4.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M4-3 M4 6.5 15.7 5 9.7 4.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M4-4 M4 8 15.7 5 9.7 4.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT#10-6 M4.5 2.4 10.1 1.6 6.6 5.1 PPS+GF 40% Glass Filled Polyphenylene Sulfide. RMS-50*
MNI-HT-M6-1 M6 1.3 13 0.6 9.6 6.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M6-2 M6 3.5 25 4.5 13 6.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M6-3 M6 6 25 4.5 13 6.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*
MNI-HT-M6-4 M6 8.5 25 4.5 13 6.5 PA+GF Nylon 6. 25% Glass Filled. RMS-173*


