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O-SPSR - Transparent Screw - Crossed Pan Head Countersunk

e-mail: ipkontakt@ipkontakt.pl

Details:

e Material: Polycarbonate
e Cross Head
e High transparency fastener
e Standard pack: 100 pcs

Thread length Head height Head diameter
Symbol Thr:ad . c o Material Color
[mm] [mm] [mm]
0-SPSR-M2-030 M2 3 1.3 3.5 PC transparent
0-SPSR-M2-040 M2 4 13 3.5 PC transparent
0O-SPSR-M2-050 M2 5 1.3 3.5 PC transparent
0-SPSR-M2-065 M2 6.5 1.3 3.5 PC transparent
0-SPSR-M2-080 M2 8 1.3 3.5 PC transparent
0-SPSR-M2-100 M2 10 1.3 3.5 PC transparent
0O-SPSR-M2-120 M2 12 1.3 3.5 PC transparent
0O-SPSR-M2.6-030 | M2.6 3 1.7 4.5 PC transparent
O-SPSR-M2.6-040 | M2.6 4 1.7 4.5 PC transparent
0O-SPSR-M2.6-050 | M2.6 5 2.8 5.7 PC transparent
O-SPSR-M2.6-060 | M2.6 6 2.8 5.7 PC transparent
O-SPSR-M2.6-080 | M2.6 8 1.7 4.5 PC transparent
O-SPSR-M2.6-100 | M2.6 10 1.7 4.5 PC transparent
O-SPSR-M2.6-120 | M2.6 12 1.7 4.5 PC transparent
0-SPSR-M2.6-150 | M2.6 15 1.7 4.5 PC transparent
0O-SPSR-M3-040 M3 4 2 5.5 PC transparent
0-SPSR-M3-050 M3 2 5.5 PC transparent
0O-SPSR-M3-064 M3 6.4 2.5 5.7 PC transparent
0-SPSR-M3-080 M3 8 2.5 5.7 PC transparent
0O-SPSR-M3-100 M3 10 2.5 5.7 PC transparent
0-SPSR-M3-121 M3 12.1 2.5 5.7 PC transparent
0O-SPSR-M3-151 M3 15.1 2.5 5.7 PC transparent
0-SPSR-M3-160 M3 16 2 5.5 PC transparent
0O-SPSR-M3-180 M3 18 2 5.5 PC transparent
0-SPSR-M3-200 M3 20 2 5.5 PC transparent
0-SPSR-M3-250 M3 25 2 5.5 PC transparent
0-SPSR-M3-300 M3 30 2 5.5 PC transparent
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0O-SPSR-M4-050 M4 5 2.6 7 PC transparent
0O-SPSR-M4-063 M4 6.3 2.7 7.4 PC transparent
0-SPSR-M4-080 M4 8 2.7 7.4 PC transparent
0O-SPSR-M4-102 M4 10.2 2.7 7.4 PC transparent
0-SPSR-M4-122 M4 12.2 2.7 7.4 PC transparent
O-SPSR-M4-142 M4 14.2 2.7 7.4 PC transparent
0-SPSR-M4-150 M4 15 2.6 7 PC transparent
O-SPSR-M4-162 M4 16.2 2.7 7.4 PC transparent
0-SPSR-M4-180 M4 18 2.6 7 PC transparent
0-SPSR-M4-200 M4 20 2.7 7.4 PC transparent
0O-SPSR-M4-250 M4 25 2.6 7 PC transparent
0-SPSR-M4-300 M4 30 2.6 7 PC transparent
0O-SPSR-M5-060 M5 6 3.3 9 PC transparent
0O-SPSR-M5-080 M5 8 3.3 9 PC transparent
0O-SPSR-M5-101 M5 10.1 3.6 9.1 PC transparent
0-SPSR-M5-121 M5 12.1 3.5 9.1 PC transparent
0O-SPSR-M5-150 M5 15 3.3 9 PC transparent
0-SPSR-M5-161 M5 16.1 3.5 9.1 PC transparent
0O-SPSR-M5-180 M5 18 3.3 9 PC transparent
0-SPSR-M5-202 M5 20.2 3.6 9.1 PC transparent
0O-SPSR-M5-250 M5 25 3.3 9 PC transparent
0-SPSR-M5-300 M5 30 3.3 9 PC transparent
0O-SPSR-M5-350 M5 35 3.3 9 PC transparent
0O-SPSR-M6-100 M6 10 3.9 10.5 PC transparent
O-SPSR-M6-120 M6 12 3.9 10.5 PC transparent
0O-SPSR-M6-150 M6 15 3.9 10.5 PC transparent
0-SPSR-M6-200 M6 20 3.9 10.5 PC transparent
0O-SPSR-M6-250 M6 25 3.9 10.5 PC transparent
0-SPSR-M6-300 M6 30 3.9 10.5 PC transparent
0O-SPSR-M6-350 M6 35 3.9 10.5 PC transparent
0O-SPSR-M6-400 M6 40 3.9 10.5 PC transparent
0O-SPSR-M8-120 M8 12 5.2 14 PC transparent
0O-SPSR-M8-150 M8 15 5.2 14 PC transparent
0O-SPSR-M8-200 M8 20 5.2 14 PC transparent
0O-SPSR-M8-250 M8 25 5.2 14 PC transparent
0O-SPSR-M8-300 M8 30 5.2 14 PC transparent
0O-SPSR-M8-400 M8 40 5.2 14 PC transparent
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