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OFNS - Optical Fiber Network Saddle

Details:

Material: UL94 V2 Nylon 6/6, RMS-01*
Material: UL94 V0 Nylon 6/6, RMS-19*
Color: Natural, black
Standard Pack: 1000/Bag

Symbol
A B C D

Type Mounting hole
Panel thickness range

Material Flammability Color
[mm] [mm] [mm] [mm] [mm]

OFNS-13-187-01 26.8 21.2 19 28.2 1 ∅4.75 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-13-187-19 26.8 21.2 19 28.2 1 ∅4.75 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNS-13-312-01 26.8 21.2 19 28.2 2 ∅7.92 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-13-312-19 26.8 21.2 19 28.2 2 ∅7.92 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNS-13-250-01 26.8 21.2 19 28.2 4 ∅6.35 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-13-250-19 26.8 21.2 19 28.2 4 ∅6.35 0.8 - 2.0 PA 66 UL94 V-0 natural

OFNS-13-S9.5M-01 26.8 21.2 19 28.2 5 square 9.5 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-13-S9.5M-19 26.8 21.2 19 28.2 5 square 9.5 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNSB-13-01A-RT 26.8 21.2 19 32.7 6 25x19 0.8 PA 66 UL94 V-2 natural
OFNSB-13-19A-RT 26.8 21.2 19 32.7 6 25x19 0.8 PA 66 UL94 V-0 natural
OFNS-16-187-01 34.3 28.7 25.1 34.4 1 ∅4.75 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-16-187-19 34.3 28.7 25.1 34.4 1 ∅4.75 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNS-16-312-01 34.3 28.7 25.1 34.4 2 ∅7.92 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-16-312-19 34.3 28.7 25.1 34.4 2 ∅7.92 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNS-16-S307-01 34.3 28.7 25.1 34.4 3 square 7.80 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-16-S307-19 34.3 28.7 25.1 34.4 3 square 7.80 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNS-16-S9.5M-01 34.3 28.7 25.1 34.4 5 square 9.5 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-16-S9.5M-19 34.3 28.7 25.1 34.4 5 square 9.5 0.8 - 2.0 PA 66 UL94 V-0 natural
OFNSB-16-01A-RT 34.3 28.7 25.1 38.9 6 25x19 0.8 PA 66 UL94 V-2 natural
OFNSB-16-19A-RT 34.3 28.7 25.1 38.9 6 25x19 0.8 PA 66 UL94 V-0 natural
OFNS-28-S9.5M-01 43 35 44 55 5 square 9.5 0.8 - 2.0 PA 66 UL94 V-2 natural
OFNS-28-S9.5M-19 43 35 44 55 5 square 9.5 0.8 - 2.0 PA 66 UL94 V-0 natural


