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RCP - Card Ejector
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All RCP Series Parts
Mount Into Hole Below
See Table for Panel
Thicknesses Accepted

45 X 8.4

IP Kontakt

Pl. Zwyciestwa 2E
90-312 Lodz
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tel. +48 42 676 75 25

+48 42 674 22 74

+48 42 674 22 88

e-mail: ipkontakt@ipkontakt.pl
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Details:
e Material: UL94 V2 Nylon 6/6, RMS-48
e Color: White
¢ Standard Pack: 500/Bag
Panel thickness
Symbol Typ/Type Pair with Material Flammability Color
[mm]
RCP-06 1.6 1 RRP-250 PA 66 UL94 V-2 white
RCP-09 24 1 RRP-250 PA 66 UL94 V-2 white
RCP-26 1.6 2 RRP-250 PA 66 UL94 V-2 white
RCP-36 1.6 3 RRP-250 PA 66 UL94 V-2 white
RCP-46 1.6 4 RRP-250 PA 66 UL94 V-2 white
RCP-56 1.6 5 RRP-250 PA 66 UL94 V-2 white
RCP-66 1.6 6 RRP-250 PA 66 UL94 V-2 white
RCP-86 1.6 7 RRP-312 PA 66 UL94 V-2 white
RCP-89 24 7 RRP-312 PA 66 UL94 V-2 white
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