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RKCF - Round Cable Suppression Cores
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Details:
o Ferrite Material: A5
e Casing Material: Black Flame Ret. Nylon 6/6, RMS-244*
e Suitable for internal cables between PC boards and data connectors as well as use for external power cables
e The A5 material cores are installed around a cable and attenuate any form of EMI emission
e Enclosures for channel-type EMI suppressor shapes
e The nylon case makes the assembly of the core easier in equipment where retrofit and test are a necessity
e Available for a wide range of cable dimensions from 5mm to 13 mm
e Custom sizes are available by special order
e Impedance figures are typical values and based on single turn measurements
e Standard Pack sizes may vary
A B C D Impedance @25MHz Impedance @100MHz Max. cable diameter | Standard pack
Symbol
[mm] [ [mm] | [mm] | [mm] [Ql [Q] [mm] [szt./pcs]
RKCF-05-A5 15 6 14 23 105 170 5 70
RKCF-06-A5 | 20.5 7.5 20 33 180 275 6.5 56
RKCF-08-A5 | 20.5 [ 6.5 20 33 130 260 8 56
RKCF-10-A5 | 25.5 | 11.5 | 23.5 | 32.5 130 240 10 48
RKCF-13-A5 | 31.5 14 31 32.5 150 250 13 32
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