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SCBSST - Self Threading Circuit Board Support

Top Hole: Snap-Lock: 4

Panel Thickness: 1.6
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Bottom Hole: Self-Thread into a #8
or M4 Threaded Hole or Nut
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Panel Thickness: 1.6 Minimum Engagement

Details:

e Material: UL94 V-2Nylon 6/6, RMS-01*

e Color: Natural
¢ Standard Pack: 1000/Bag

HeL?ht Ve mozinating el Top panel thickness Bottom panel thickness range

Symbol ' Material | Flammability | Color
[mm] [mm] [mm] [mm]

SCBSST-4-01 6.4 4 1.6 1.6 min. PA 66 UL94 v-2 natural
SCBSST-6-01 9.5 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-8-01 12.7 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-10-01 15.9 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-12-01 19.1 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-14-01 22.2 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-16-01 25.4 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-18-01 28.6 4 1.6 1.6 min. PA 66 UL94 V-2 natural
SCBSST-22.5-01 | 35.7 4 1.6 1.6 min. PA 66 UL94 V-2 natural
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