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MAX CABLE BUNDLE DIA 22

@6.5 -7 HOLE,
INTO A0.6-2
THICK PANEL.
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SCCB - Standoff Cable Clamps

TO SMNAP LOCK INTO A
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Details:

e Material: Nylon 6/6
e Color: natural, black
e Standard pack: 1000 pcs

A Max.dci:rtquztkél;ndle Mounting hole diameter range Panel thickness range . o
Symbol Material | Flammability | Color
[mm] [mm] [mm] [mm]
SCCB-1-01 4 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 natural
SCCB-2-01 6 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 natural
SCCB-3-01 8 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 natural
SCCB-4-01 10 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 natural
SCCB-5-01 12 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 natural
SCCB-6-01 30 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 natural
SCCB-1-01BK 4 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 black
SCCB-2-01BK 6 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 black
SCCB-3-01BK 8 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 black
SCCB-4-01BK [ 10 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 black
SCCB-5-01BK | 12 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 black
SCCB-6-01BK | 30 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-2 black
SCCB-1-19 4 22 6.5-7.0 0.6-2.0 PA 66 uL94 V-0 natural
SCCB-2-19 6 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-0 natural
SCCB-3-19 8 22 6.5-7.0 0.6-2.0 PA 66 uL94 V-0 natural
SCCB-4-19 10 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-0 natural
SCCB-5-19 12 22 6.5-7.0 0.6-2.0 PA 66 uL94 V-0 natural
SCCB-6-19 30 22 6.5-7.0 0.6-2.0 PA 66 UL94 V-0 natural
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