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Dane techniczne:
e Material: LDPE
o Kolor: zotty
e Opakowanie: 1000 szt.
Srednica zewn. Dtugo$¢ gwintu zewn.
. D h1 i .
Symbol Gwint zewn. Materiat | Kolor
[mm] [mm] [mm]
BM-ZG-M8x1-0170-090-10 M8x1 17 9 10 LDPE 206ty
BM-ZG-M10x1-0170-090-10 M10x1 17 9 10 LDPE 2061ty
BM-ZG-M12x1-0190-100-06 M12x1 19 10 6 LDPE 261ty
BM-ZG-M14x1-0210-090-06 M14x1 21 9 6 LDPE 2061ty
BM-ZG-M16x1-0240-105-06 M16x1 24 10.5 6 LDPE 261ty
BM-ZG-M18x1-0260-100-07 M18x1 26 10 7 LDPE 20tty
BM-ZG-M20x1-0260-120-07 M20x1 26 12 7 LDPE 261ty
BM-ZG-M22x1-0290-120-07 M22x1 29 12 7 LDPE 206tty
BM-ZG-M8x1.25-0170-090-10 M8x1.25 17 9 10 LDPE 261ty
BM-ZG-M12x1.25-0190-100-06 M12x1.25 19 10 6 LDPE 206tty
BM-ZG-M10x1.5-0170-090-10 M10x1.5 17 9 10 LDPE 261ty
BM-ZG-M12x1.5-0190-100-06 M12x1.5 19 10 6 LDPE 206tty
BM-ZG-M14x1.5-0210-090-06 M14x1.5 21 9 6 LDPE 261ty
BM-ZG-M16x1.5-0240-105-06 M16x1.5 24 10.5 6 LDPE 206tty
BM-ZG-M18x1.5-0260-100-07 M18x1.5 26 10 7 LDPE 2061ty
BM-ZG-M20x1.5-0260-120-07 M20x1.5 26 12 7 LDPE 261ty
BM-ZG-M22x1.5-0290-120-07 M22x1.5 29 12 7 LDPE 261ty
BM-ZG-M24x1.5-0320-120-07 M24x1.5 32 12 7 LDPE 261ty
BM-ZG-M25x1.5-0330-120-07 M25x1.5 33 12 7 LDPE 261ty
BM-ZG-M26x1.5-0340-120-07 M26x1.5 34 12 7 LDPE 261ty
BM-ZG-M27x1.5-0340-130-07 M27x1.5 34 13 7 LDPE 261ty
BM-ZG-M28x1.5-0350-130-07 M28x1.5 35 13 7 LDPE 261ty
BM-ZG-M30x1.5-0380-140-07 M30x1.5 38 14 7 LDPE 206tty
BM-ZG-M33x1.5-0420-140-07 M33x1.5 42 14 7 LDPE 201ty
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Srednica zewn. Dtugo$¢ gwintu zewn. h2
Symbol Gwint zewn. D i Materiat | Kolor
[mm] [mm] [mm]
BM-ZG-M36x1.5-0435-152-10 M36x1.5 43.5 15.2 10 LDPE 206tty
BM-ZG-M39x1.5-0460-120-10 M39x1.5 46 12 10 LDPE | zotty
BM-ZG-M42x1.5-0540-150-10 M42x1.5 54 15 10 LDPE 26ty
BM-ZG-M45x1.5-0600-150-10 M45x1.5 60 15 10 LDPE | zotty
BM-ZG-M52x1.5-0650-150-10 M52x1.5 65 15 10 LDPE | zétty
BM-ZG-M12x1.75-0190-100-06 M12x1.75 19 10 6 LDPE | zotty
BM-ZG-M14x2-0210-090-06 M14x2 21 9 6 LDPE | zétty
BM-ZG-M16x2-0240-105-06 M16x2 24 10.5 6 LDPE | zotty
BM-ZG-M18x2-0260-100-07 M18x2 26 10 7 LDPE | zéity
BM-ZG-M20x2-0260-120-07 M20x2 26 12 7 LDPE | zétty
BM-ZG-M22x2-0290-120-07 M22x2 29 12 7 LDPE | zéity
BM-ZG-M24x2-0320-120-07 M24x2 32 12 7 LDPE 206tty
BM-ZG-M27x2-0340-130-07 M27x2 34 13 7 LDPE | zéity
BM-ZG-M30x2-0380-140-07 M30x2 38 14 7 LDPE 206tty
BM-ZG-M33x2-0420-140-07 M33x2 42 14 7 LDPE | zéity
BM-ZG-M36x2-0435-152-10 M36x2 43.5 15.2 10 LDPE 206tty
BM-ZG-M42x2-0540-150-10 M42x2 54 15 10 LDPE | zéity
BM-ZG-M45x2-0600-150-10 M45x2 60 15 10 LDPE 261ty
BM-ZG-M48x2-0600-150-10 M48x2 60 15 10 LDPE | zéity
BM-ZG-M52x2-0650-150-10 M52x2 65 15 10 LDPE 261ty
BM-ZG-M18x2.5-0260-100-07 M18x2.5 26 10 7 LDPE | zéity
BM-ZG-M20x2.5-0260-120-07 M20x2.5 26 12 LDPE | zotty
BM-ZG-M22x2.5-0290-120-07 M22x2.5 29 12 LDPE 206tty
BM-ZG-M24x3-0320-120-07 M24x3 32 12 7 LDPE | zotty
BM-ZG-U3-8x24-0170-100-10 UNF 3/8x24 17 10 10 LDPE | Zé6ity
BM-ZG-U7-16x20-0160-095-06 UNF 7/16x20 16 9.5 6 LDPE | zotty
BM-ZG-U1-2x20-0180-100-06 UNF 1/2x20 18 10 6 LDPE | Zé6ity
BM-ZG-U9-16x18-0190-100-06 UNF 9/16x18 19 10 6 LDPE | zotty
BM-ZG-U5-8x18-0230-110-06 UNF 5/8x18 23 11 6 LDPE | zétty
BM-ZG-U11-16x16-0240-110-06 UNF 11/16x16 24 11 6 LDPE | zotty
BM-ZG-U3-4x16-0260-110-07 UNF 3/4x16 26 11 7 LDPE | zétty
BM-ZG-U13-16x16-0260-110-06 UNF 13/16x16 26 11 6 LDPE | zotty
BM-ZG-U7-8x14-0270-130-07 UNF 7/8x14 27 13 7 LDPE 261ty
BM-ZG-U1x14-0330-140-07 UNF 1x14 33 14 7 LDPE | zétty
BM-ZG-U1.1-16x12-0340-140-07 | UNF 1.1/16x12 34 14 7 LDPE 261ty
BM-ZG-U1.3-16x12-0380-145-07 | UNF 1.3/16x12 38 14.5 7 LDPE 206tty
BM-ZG-U1.5-16x12-0400-155-07 | UNF 1.5/16x12 40 15.5 7 LDPE | zéity
BM-ZG-U1.7-16x12-0400-155-07 | UNF 1.7/16x12 40 15.5 7 LDPE 206tty
BM-ZG-U1.5-8x12-0520-155-10 UNF 1.5/8x12 52 15.5 10 LDPE | zéity
BM-ZG-U1.5-8x16-0520-155-10 UNF 1.5/8x16 52 15.5 10 LDPE | zotty
BM-ZG-U1.11-16x12-0570-150-10 | UNF 1.11/16x12 57 15 10 LDPE | zéity
BM-ZG-U1.7-8x12-0570-150-10 UNF 1.7/8x12 57 15 10 LDPE | zbtty
BM-ZG-U2x12-0570-150-12 UNF 2x12 57 15 12 LDPE | zéity
BM-ZG-U2.1-4x12-0650-150-12 UNF 2.1/4x12 65 15 12 LDPE 261ty
BM-ZG-U2.1-2x12-0730-150-12 UNF 2.1/2x12 73 15 12 LDPE | zéity
BM-ZG-G1-8-0170-090-10 UNF 1/8 17 10 LDPE | zotty
BM-ZG-G1-4-0210-090-06 BSP 1/4 21 6 LDPE 206tty
BM-ZG-G3-8-0240-090-06 BSP 3/8 24 LDPE | zotty
BM-ZG-G1-4-0270-100-07 BSP 1/2 27 10 LDPE 206tty
BM-ZG-G5-8-0300-100-10 BSP 5/8 30 10 10 LDPE | zotty
BM-ZG-G3-4-0340-110-07 BSP 3/4 34 11 7 LDPE 26ty
BM-ZG-G1-0400-110-07 BSP 1 40 11 7 LDPE | zotty
BM-ZG-G1.1-4-0500-120-10 BSP 1.1/4 50 12 10 LDPE | zétty
BM-ZG-G1.1-2-0570-140-10 BSP 1.1/2 57 14 10 LDPE | zotty
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Srednica zewn. Dtugo$¢ gwintu zewn. h2
Symbol Gwint zewn. . hl Materiat | Kolor
[mm] [mm] [mm]
BM-ZG-G2-0700-150-12 BSP 2 70 15 12 LDPE 206tty
BM-ZG-G2.1-2-0935-180-16 BSP 2.1/2 93.5 18 16 LDPE | zotty
BM-ZG-G3-0960-180-16 BSP 3 96 18 16 LDPE | zbtty
BM-ZG-G4-1185-180-16 BSP 4 118.5 18 16 LDPE | zotty
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