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HTSN-1 - Tulejka dystansowa szesciokatna nylonowa
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Dane techniczne:

e Material: Nylon 6 25% Glass Filled RMS-173*
¢ Kolor: Czarny

e Dostepne dtugosci co 1 mm

e Minimum zakupu: 500 szt.
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HTSN-M2-5-5-1 5 M2 5 5 2 PA+GF UL94 HB czarny
HTSN-M2-8-5-1 8 M2 8 5 2 PA+GF UL94 HB czarny
HTSN-M2-10-5-1 10 M2 10 5 2 PA+GF UL94 HB czarny
HTSN-M2-12-5-1 12 M2 10 5 2 PA+GF UL94 HB czarny
HTSN-M2-15-5-1 15 M2 10 5 2 PA+GF UL94 HB czarny
HTSN-M2-18-5-1 18 M2 10 5 2 PA+GF UL94 HB czarny
HTSN-M2-20-5-1 20 M2 10 5 2 PA+GF UL94 HB czarny
HTSN-M2.5-5-5-1 5 M2.5 5 2 PA+GF UL94 HB czarny
HTSN-M2.5-8-5-1 8 M2.5 5 2 PA+GF UL94 HB czarny
HNSM2.5-10-5-1 10 M2.5 10 5 2 PA+GF UL94 HB czarny
HNSM2.5-12-5-1 12 M2.5 10 5 2 PA+GF UL94 HB czarny
HNSM2.5-15-5-1 15 M2.5 10 5 2 PA+GF UL94 HB czarny
HNSM2.5-18-5-1 18 M2.5 10 5 2 PA+GF UL94 HB czarny
HNSM2.5-20-5-1 20 M2.5 10 5 2 PA+GF UL94 HB czarny
HNSM2.5-25-5-1 25 M2.5 10 5 2 PA+GF UL94 HB czarny
HTSN-M3-5-5.5-1 5 M3 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-8-5.5-1 8 M3 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-10-5.5-1 10 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-12-5.5-1 12 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-15-5.5-1 15 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-18-5.5-1 18 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-20-5.5-1 20 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-25-5.5-1 25 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-30-5.5-1 30 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN-M3-35-5.5-1 35 M3 10 5.5 1 PA+GF UL94 HB czarny
HTSN--M3-5-6-1 5 M3 6 2 PA+GF UL94 HB czarny
HTSN-M3-8-6-1 8 M3 8 6 2 PA+GF UL94 HB czarny
HTSN-M3-10-6-1 10 M3 10 6 2 PA+GF UL94 HB czarny
HTSN-M3-12-6-1 12 M3 12 6 2 PA+GF UL94 HB czarny
HTSN-M3-15-6-1 15 M3 15 6 2 PA+GF UL94 HB czarny
HTSN-M3-18-6-1 18 M3 10 6 2 PA+GF UL94 HB czarny
HTSN-M3-20-6-1 20 M3 10 6 2 PA+GF UL94 HB czarny
HTSN-M3-25-6-1 25 M3 10 6 2 PA+GF UL94 HB czarny
HTSN-M3-30-6-1 30 M3 10 6 2 PA+GF UL94 HB czarny
HTSN-M3-35-6-1 35 M3 10 6 2 PA+GF UL94 HB czarny
HTSN-M3-5-7-1 5 M3 7 2 PA+GF UL94 HB czarny
HTSN-M3-8-7-1 8 M3 7 2 PA+GF UL94 HB czarny
HTSN-M3-10-7-1 10 M3 10 7 2 PA+GF UL94 HB czarny
HTSN-M3-12-7-1 12 M3 12 7 2 PA+GF UL94 HB czarny
HTSN-M3-15-7-1 15 M3 15 7 2 PA+GF UL94 HB czarny
HTSN-M3-18-7-1 18 M3 10 7 2 PA+GF UL94 HB czarny
HTSN-M3-20-7-1 20 M3 10 7 2 PA+GF UL94 HB czarny
HTSN-M3-25-7-1 25 M3 10 7 2 PA+GF UL94 HB czarny
HTSN-M3-30-7-1 30 M3 10 7 2 PA+GF UL94 HB czarny
HTSN-M3-35-7-1 35 M3 10 7 2 PA+GF UL94 HB czarny
HTSN-M3-5-8-1 5 M3 8 2 PA+GF UL94 HB czarny
HTSN-M3-8-8-1 8 M3 8 2 PA+GF UL94 HB czarny
HTSN-M3-10-8-1 10 M3 10 8 2 PA+GF UL94 HB czarny
HTSN-M3-12-8-1 12 M3 12 8 2 PA+GF UL94 HB czarny
HTSN-M3-15-8-1 15 M3 15 8 2 PA+GF UL94 HB czarny
HTSN-M3-18-8-1 18 M3 10 8 2 PA+GF UL94 HB czarny
HTSN-M3-20-8-1 20 M3 10 8 2 PA+GF UL94 HB czarny
HTSN-M3-25-8-1 25 M3 10 8 2 PA+GF UL94 HB czarny
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HTSN-M3-30-8-1 30 M3 10 8 2 PA+GF UL94 HB czarny
HTSN-M3-35-8-1 35 M3 10 8 2 PA+GF UL94 HB czarny
HTSN-M4-5-8-1 5 M4 8 2 PA+GF UL94 HB czarny
HTSN-M4-8-8-1 8 M4 8 2 PA+GF UL94 HB czarny
HTSN-M4-10-8-1 10 M4 10 8 2 PA+GF UL94 HB czarny
HTSN-M4-12-8-1 12 M4 12 8 2 PA+GF UL94 HB czarny
HTSN-M4-15-8-1 15 M4 15 8 2 PA+GF UL94 HB czarny
HTSN-M4-18-8-1 18 M4 18 8 2 PA+GF UL94 HB czarny
HTSN-M4-20-8-1 20 M4 20 8 2 PA+GF UL94 HB czarny
HTSN-M4-25-8-1 25 M4 10 8 2 PA+GF UL94 HB czarny
HTSN-M4-30-8-1 30 M4 10 8 2 PA+GF UL94 HB czarny
HTSN-M4-35-8-1 35 M4 10 8 2 PA+GF UL94 HB czarny
HTSN-M4-40-8-1 40 M4 10 8 2 PA+GF UL94 HB czarny
HTSN-M4-10-10-1 10 M4 10 10 2 PA+GF UL94 HB czarny
HTSN-M4-12-10-1 12 M4 12 10 2 PA+GF UL94 HB czarny
HTSN-M4-15-10-1 15 M4 15 10 2 PA+GF UL94 HB czarny
HTSN-M4-18-10-1 18 M4 18 10 2 PA+GF UL94 HB czarny
HTSN-M4-20-10-1 20 M4 20 10 2 PA+GF UL94 HB czarny
HTSN-M4-25-10-1 25 M4 10 10 2 PA+GF UL94 HB czarny
HTSN-M4-30-10-1 30 M4 10 10 2 PA+GF UL94 HB czarny
HTSN-M4-35-10-1 35 M4 10 10 2 PA+GF UL94 HB czarny
HTSN-M4-40-10-1 40 M4 10 10 2 PA+GF UL94 HB czarny
HTSN-M5-10-10-1 12 M5 12 10 2 PA+GF UL94 HB czarny
HTSN-M5-12-10-1 15 M5 15 10 2 PA+GF UL94 HB czarny
HTSN-M5-15-10-1 18 M5 18 10 2 PA+GF UL94 HB czarny
HTSN-M5-18-10-1 20 M5 20 10 2 PA+GF UL94 HB czarny
HTSN-M5-20-10-1 12 M5 12 10 2 PA+GF UL94 HB czarny
HTSN-M5-25-10-1 25 M5 10 10 2 PA+GF UL94 HB czarny
HTSN-M5-30-10-1 30 M5 10 10 2 PA+GF UL94 HB czarny
HTSN-M5-35-10-1 35 M5 10 10 2 PA+GF UL94 HB czarny
HTSN-M5-40-10-1 40 M5 10 10 2 PA+GF UL94 HB czarny
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